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Sikla Holding GmbH
Agydiplatz 3

A - 4600 Thalheim bei Wels
Austria

www.sikla.com

If used in accordance with their approval the following anchors in the sizes and versions shown below

comply with the requirements of

VdS CEA Guidelines for Sprinkler Systems: VdS CEA 4001: 2021-01 (07) Planing and

Installation.

Sikla Schlaganker AN /
AN ES

Sikla Schlaganker AN / AN ES

(redundant non-structural systems)

Sikla Bolzenanker AN B / AN B fvz
ANBsh/ANBA2/ANB A4/ AN B HCR

Sikla Bolzenanker AN BZ plus
und AN BZ-IG

Sikla Bolzenanker AN BZ3 / AN BZ3 A4/
AN BZ3 HCR

Sikla Nagelanker AN N

Sikla Schraubanker TSM

Sikla Schraubanker TSM

(redundant non-structural systems)

Dieter KlauR
Managing director

VS-Schwenningen, 19.04.2023

M6 - M20
M6 - M16

M6 - M16

M8 - M20

M8 - M27

M8 - M12

M8 - M16

#5-914

85 - 614

Zulassung ETA-10/0257

Zulassung ETA-10/0258

Zulassung ETA-22/0726

Zulassung ETA-10/0259

Zulassung ETA-20/0611

Zulassung ETA-13/0048

Zulassung ETA-16/0655

Zulassung ETA-16/0656



